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HP and Canon finishing process

After the refill in the dedicated JERO jigs and machines we recommend the following steps:

1. Because the cartridges are refilled upside
down it might happen that some ink gets into
the ventilation area above the sponge.
To prevent the cartridge from leaking it should
be placed over a sink for about 10-30 minutes

THIS STEP IS NECESSARY FOR BOTH TYPES,
HP AND CANON CARTRIDGES!

2. If the cartridge leaks out of the vent on the top
it is overfilled and ink is in the vent maze under the
label.
To get the ink out of there please place the cartridge
upside down onto a tray with some kitchen paper on it.
Let the cartridges rest there for 1-2 hours.
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3. If the ink leaks out of the casing you have refilled
the cartridge with too much pressure. Sometimes it
is more effective not to press the ink into the cartridge.

When you have created the vacuum with the syringe
just release the plunger to let the ink flow into the
cartridge.

Repeat this process until you have reached the full
weight or until the desired amount of ink is filled in.

But this might not be a mistake when you refill the cartridge.

HP non-printhead cartridges are welded together from two parts. As you can see on the picture below
the welding in the back of the cartridge is not complete. In this case filling a cartridge upside down
might cause that some ink gets through this small gap between the two parts of the casing.
These cartridges will leak.

This is why some cartridges leak out of the casing after you have refilled them.

We recommend to discard them.


